


SPECIFICATIONS

The Series 751P & Series 752P probe type

LWCO's provide protection ag

ainst low water

conditions for commercial and industrial appli-

cations. These controls are fu
ant and can be used as the pr

lly CSD-1 compli-
imary LWCO on

hot water boilers and as the secondary LWCO

(manual reset) on steam boile

Manual Reset Models

rs.

If a low water condition occurs (water off probe), the
manual reset button must be pressed once the
water level is restored to a level above the probe.

Manual Reset units follow CSD-1 Code Compliance.

Control Unit
Temperature Ratings:

Storage: -40°F to 135°F (-40°C to 57°C)
Ambient: 32°F to 120°F (0°C to 49°C)

Humidity: 85% (non-condensing)

Electrical Enclosure Rating: N

Purpose
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Electrical Specifications
Model Control Switch Contact Rating
Voltage (Pilot Duty)
752P-MT-24
752P-MT-U-24 24VAC
752P-MT-SP-24 50VA@24VAC
751P-MT-120 or
751P-MT-U-120 120VAC 125VA@120VAC
751P-MT-SP-120
Hz: 50/60
Control Power Consumption: 3 VA (max.)

Probe Sensitivity: 20,000 ohm

Green Red
Povlilzr o Low Reset Button
Test Water (if applicable)
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Series 751P/752P
Probe Type
Low Water Cut-off
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CSD-1 Code Compliance

On Manual Reset Units, if the control is in low water
condition (water is off the probe) and there is a sudden
power interruption, the control will remain in low water
condition (Burner Off) even if the power is restored. The
Reset Button must be depressed to make the control
back to function, after the water level is re-established
to the probe.

Lock Out Delay

When a low water condition occurs the burners turns off
and Red LED begins to blink. When the water level is
restored to a level above the probe within 30 sec, the
boiler will return to the normal operation. If the water
level remains in low condition, control will go to a low
water condition and Red LED will be solid Red.

Probe Specifications

Maximum Steam Pressure: 15 psi (1.0 kg/cm?2)
Maximum Water Pressure: 160 psi (11.2 kg/cm?2)
Maximum Water Temperature: 250°F (121° C)
Connection Size: 3/4" NPT
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‘RX2’ Probe

(water/glycol mixtures up to 50% concentration may be used)
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